
     

EVAC series
Metal ceiling loudspeaker with 
built-in 100V transformer, metal grill,
steel fire housing, white colour speaker. 

Designed to be mounted recessed

in hanging false ceilings or panels.
EVAC 5  The

and announcements. In compliance with

 
EVAC 5

Rated power 6  W

Transformer power taps 6 W - 3 W - 1,5 W - 0,75 W - 0,25 W

Sensitivity (1 m/1 W) 95 dB

Maximum SPL 102 dB

Frequency response 150 Hz – 18 kHz

Dispersion at 1000 Hz, degrees 180° conical

Driver dimensions 5,25” (133 mm)

Dimensions ø 185 mm × 110mm

Weight 1,3 kg

Material Steel

Colour     

EN 60849,

118

unit: mm
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is perfect for background music

EVAC 5 incorporates

a ceramic terminal and thermal fuse

and is suitable for use in voice alarm
applications.

 
 

12
356

50

 c
ut

tin
g 

Ø
 1

65

AMC® is a registered trademark of AMC Baltic

AMC Baltic Neries krantinė 14A, LT-48397 Kaunas, Lithuania Phone +370 37 308585, 308584 Fax +370 37 308583 E-mail info@amcpro.lt  Web www.amcpro.lt

AMC Baltic

Metal ceiling loudspeaker with fire dome

TECHNICAL SPECIFICATIONS

EVAC 5

RAL 9016)Speaker - White ( , Firedome - Black (RAL 9005)


