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:3 Precautions

WARNING: THIS APPLIANCE MUST BE EARTHED

CAUTION

RISK OF ELECTRIC SHOCK
DO NOT OPEN

IMPORTANT As the colours of the wires in the mains lead of this
apparatus may not correspond with the coloured
markings identifying the terminals in your plug proceed as
in accordance with the following code: follows:
The wire which is coloured green and yellow must be
connected to the terminal which is marked by the letter E
or by the safety earth symbol or coloured green and
yellow. The wire which is coloured blue must be
Green and Yellow: Earth (E) connected to the terminal which is marked with the letter
N or coloured black. The wire which is coloured brown

The wires in the mains lead are coloured

Blue: Neutra (N) must be connected to the terminal which is marked with
Brown : Live (L) the letter L or coloured red. .
If a 13 Amp (B.S.1363) plug or any other type of plug is
used,a 5 Amp fuse must be fitted either in the plug or at
the distribution board.
GENERAL INSTALLATION

DO NOT run microphone cables near mains, data, telephone or 100V line cables.

DO NOT run 100V line cables near data, telephone or other low voltage cables.

DO NOT exceed 90% of the amplifiers output power when using 100V line (speech only).

DO NOT exceed 70% of the amplifiers output power when using 100V line (high level
background music).

DO NOT use re-entrant horn loudspeakers for background music unless the loudspeaker has
been specifically designed for this purpose.

AVOID jointing the microphone cable, when this is unavoidable make sure a good screened
connector is used, e.g. XLR.

ALWAYS use a balanced or floating low impedance microphone terminating into a balanced
input on long microphone cable runs.

ALWAYS use a mains grade double insulated cable for the loudspeaker cable runs.

ENSURE that all loudspeakers are in-phase.

ENSURE that there are no short circuits on the loudspeaker line before connecting to the
amplifier.




‘ Controls and connections
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L __) Module options : TM-3 AM/FM digital tuner unit
CD-3 CD player unit
CP-2 Auto-reverse cassette player unit

1. Blank panel (module) 7. Tone control (Bass)
2. MIC 1 input (phone) 8. Tone control (Treble)
3. MIC 1 Volume control 9. Power On/Off switch
4. MIC 2 Volume control 10. Output level indicator LED
5. Aux / music Volume control 11. Power On/Off indicator LED
6. Aux/ music select switch
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1. Earth connection screw 10. Chime On/Off switch

2. DC power supply terminals 11. AC fuse holder

3. Loudspeaker output terminals 12. Mains voltage (115/230V) selector switch
4. Line output (2 x RCA phono) 13. Mains input socket

5. Auxinput (2 x RCA phono) 14. FM antenna input

6. MIC 2 input (XLR / balanced) 15. AM antenna input

7. MIC 2 input (phone / balanced) 16. TEL/EMER input terminal

8. MIC 1 input (XLR / balanced) 17. TEL/EMER input level control

9.  MIC 1 input (DIN / balanced)




On the rear panel (With selectable phantom power). Wiring I1s as follows:
XLR (Balanced Operation)

Pin1 : Screen

Pin2 : Signal (+)

Pin3 : Signal (-)
DIN (Balanced operation)

Pint : Signal (+)

Pin2: GND

Pin3 : Signal (-)

Pin4 : Priority Control ® ©)

Pin5: GND © @) @
1/4” Stereo Jack Plug (Balanced operation)

Tip : Signal (+)

Ring : Signal (- —{ I

Sleeve : Screen SLEEVE RING TIP

Mic1 input has VOX priority which will override Mic2 and Aux / music input signals but
NOT the TEL/EMER input.
Mic1-2 input are XLR,DIN and phone jack with selectable phantom power located on the
rear panel and wired as above. The phantom power is factory set and be enabled as
follows:
1. Remove power lead from the AC wall socket.
2. Remove top cover.
3. Locate the link pins (Marked SW102) on the PCB behind microphone XLR input socket.
4. Connect the black shorting plug to the centre pin and ON position to enable the phantom power
Chime
Switching on the manual chime on/off switch on the rear panel and short the pin4, pin5 of DIN
Socket or short the sleeve and ring of phone plug-Mic1 will activate the chime function (“Ding-Dong”

attention signal preceding a call).The default volume of the chime is pre-set at the factory and is adequate
for most applications.)












